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Terra Cap™ Product Specifications

I

1. Terra Cap™ shall only be designed and manufactured by Terra Cap™ authorized suppliers
/ \ ] | at certified, preapproved plants.

/

2. Concrete shall have a minimum compressive strength of 6000 psi at 28-day age.
3. Reinforcement shall have 1” minimum clear cover.
, - 4. Wall thickness shall be 3” mmimum.
5. Design load in accordance with AASHTO HS20
DETAIL OF RECESS / PROJECTION ¢ 16000 s el
’ o 10”x20” tire footprint
o 30% impact load
As BUTYL o Distributed 1.75H |
ADHES|VE RUBBER SHEET 6. All cap sections shall be stamped with the Terra Cap™ name, manufacture’s name, plant
h\ location, and date of manufacture.
AAAA AAAA ‘
| Project specific specifications will be prepared in conformance with local jurisdictional
PRECAST UNIT PRECAST UNIT requirements, Jurisdictional approval will be obtained by Terra Cap™ personnel prior to
/ installation,
7 MAX.
WEIGHT: 2,050 Ibs =
256.95 LBS. / FT. PROJECT: TERRA CAP JUB# PRELIM DESICN — ELLIPTICAL, FOOTED
TYPICAL JOINT TREATMENT /

SCALE: NONE
DATE: 10/02/10

TERRA CAP™ pATENT PENDING









